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Material Safety Data Sheet
un-du ® Adhesive Remover
Item #00001, 00002, 00003

LEE PRODUCTS COMPANY
800 East 80™ Street
Minneapolis, MN 55420
800-989-3544

1. CHEMICAL PRODUCT AND COMPANY IDENTIFICATION

Manufacturer’s Naiae: Doumar Products, Inc.

Address: 12784 Perimeter Dr.
Suite B-100

City & State & Zip Dallas, TX 75228

Emergency Phone: Chemtrec (800) 424-9300

Product Name: un-du® Adhesive Remover
Product Code: M954, 9338, 9199, M955, 9177, 9198, M956
Chemical Name: Hydro-treated Light Distillate
CAS Number: 142-82-5
Chemical Family: Petroleum Hydrocarbon Distillate
Synonyms: Dipropylmethane: Heptyl Hydride; Normal Heptane
PRECAUTIONALRY LABELING

Health - 1 Slight

Flammabilizy - 3 Severe(Flammable)

Reactivity - 0 None

Contact 1 Slight

Hazard Ratings are ) to 4 (0 = No Hazard, 4= Extreme Hazard).
Laboratory Protecti /¢ Equipment

Safety Glasses; Lab Coat; Vent Hood; Proper Gloves; Class B Extinguisher
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Precautionary Labc 1 Statements

Danger
Causes Iiritation
Extremely Flammable
Harmful if Swallowed or Inhaled
Keep away from heat. sparks, flame.

Avoid breathing vapor. Keep in tightly closed container, Use with adequate ventilation.
Wash thoroughly a ter handling. In case of fire, use alcohol foam, dry chemical, carbon dioxide ~
water may be ineffi:ctive. Flush spill area with water spray.

Saf-t-data (TM ) Starage Color Code:  Red (Flammable)

2. HAZARDOUS COMPONENTS

Component % CAS NO.
N-Heptane 90-100 142-82-5

3. PHYSICAL DATA

Boiling Point: 98 C (208F) Vapor Pressure (MM HG): N/A
Melting Point: -91 C (-132F) Vapor Density (Air=1): 3.5
Specific Gravity: .68 Evaporation Rate: 4.3

(H20 =1) (Butyle Acetate =1)
Solubility (H20): Negligible (Less then .1%) % Violates by volume: 100
Appearance & Odo.” Volatile Liquid With Mild Odor.

4 FIRE AND EXPLOSION HAZARD DATA

Flash Point (Closed Cup) -4 C (25¥F) NFPA 704M Rating: 1-3-0
Flammable Limits: Upper 6.7% Lower - 1.05%

Fire Extinguishing | fedia
Use Alcohel foam, dry chemical or carbon dioxide.
(Water may be ineffective.)

Special Fire-Fightir g Procedures
Fire fighter.. should wear proper protective equipment and self-contained breathing
apparatus with full face piece operated in positive pressure mode. Move containers from
fire area if i; can be done without risk. Use water to keep fire-expesed containers cool.

Unusual Fire & Exg losion Hazards
Vapors may flow along surfaces to distant ignition sources and flash back. Closed

containers ¢ xposed to heat may explode. Contact with strong oxidizers may cause fire.

Toxic (Gages Produc2d
Carbon Mo:oxide, Carbon Dioxide






